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COMPANY PROFILE

J I N P E N G "JPSUN" is the brand of Anhui Jinpeng Energy Saving Technology Co.,Ltd. As a member enterprise of Jinpeng
Holding Group, we were established in 1993 and have been specializing in the door and window production

HOI_DI NG GROU P industry for over thirty years.

Dedicated to energy conservation and environmental protection, we primarily produces aluminum alloy doors and
Founded in 1993, Jinpeng Holdings Group is commit- windows and plastic doors and windows. We consistently focuses on innovation, continuously introducing
ted to becoming China's leading “Smart Construc- advanced production equipment and technologies to ensure high quality and high performance of its products.
tion and Better Living Operator.As one of China's Moreover, the company emphasizes eco-friendly principles by developing and promoting energy-saving window

Top 500 Private Enterprises, it holds over 500 autho- o o :
rized patents, including more than 50 invention products, contributing to green building and sustainable development.

patents, with a workforce of over 6,000 employees . , . . . :
and an annual output value reaching 4.5 billion We continuously explore customer needs across various countries and markets, offering tailored solutions from

USD.We provide five major solutions:Jinpeng 5H design optimization to smart manufacturing, logistics, and comprehensive after-sales service.

Quality Homes/Industrial Park/Urban Renewal/Cul-
tural,Commercial,and Tourism Operations/Smart
Integrated Decoration.

CORPORATE
CULTURE

GEOGRAPHICAL LOCATION AND PORT INFORMATION

‘J';m?pﬂm 59 Our company situated in Chuzhou
Sy Chuzhou * rg) 2 o~ City, Anhui Province, China,benefits
i Nanjing % . . .
- A ‘ & from convenient transportation. It is
@ : | : g u 3L strategically positioned, with major
Fairness and Teamwork and Respect for 5 international ports within a short

Customer First Justice Collaboration Employees y* Vi S{anghal | EEeE

3 hours from Shanghai Port,
4 hours from Ningbo Port, and
only 1 hour from Nanjing Port.

i
iy Ningbo i
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FOUR MANUFACTURING FACTORIES INDUSTRIAL INTERNET PLATFORM
Our company operates four door and window manufacturing factories, boasting an annual production All of our factories are fully equipped with PDM, MES, and ERP systems, which integrate personnel, machinery,
capacity of approximately 3 million square meters. We are known for our robust capabilities in fulfilling equipment, materials, and vehicles. This integration enables consolidation, analysis, and optimization of informa-
contracts and delivering products. tion, effectively enhancing production management capabilities and reducing energy consumption.
Quanjiao-Anhui Huaibei-Anhui
Tianchang-Anhui Wuyi-Anhui
AUTOMATION EQUIPMENT CNAS
Introducing automated equipment with a focus on National accredited laboratory enhance product I
quality and efficiency in the production process. quality and foster technological innovation. - EHEE =TI
Tuk4.0 PEHIE2025 MR ERR.EER EER BERSREER
Btk E84% B4Ak ERFREUMAT
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INNOVATION CAPABILITIES BASIC PRODUCTS

Our main products are PVC doors and windows,

We offer a complete window and door aluminum alloy folding doors, aluminum alloy sliding
certification system doors, aluminum alloy swing doors, aluminum alloy
casement windows, aluminum alloy sliding

windows,etc.

AlA Our products can meet various opening methods, and
Ii ML C E p pening :

provide customers with scientific and comprehensive
solutions according to the market and customers needs
for performance and safety.

UPVC

.
|

NEARLY 20 INTERNATIONAL CERTIFICATES =

Single hung windows Double hung windows Casement windows Sliding windows

ALUMINUM ALLOY

L1

Fold windows & doors Single hung windows Awning windows Sliding windows & doors
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ALUMINUM
ALLOY DOORS

AND WINDOWS
SERIES

Advantages Of Aluminum Alloy
Doors And Windows

1.Lightweight, High Strength, and Stability

The proportion of aluminum alloy profiles is only one-third of
that of steel. Through the design of hollow thin-walled composite
sections, it not only reduces weight but also maintains high
bending strength, which is 50% lighter than traditional steel doors
and windows.

2.Excellent Sealing Performance
By using extrusion molding technology and rubber sealing strips, it
effectively isolates air infiltration and rainwater leakage, especially
suitable for windy and rainy areas.

3.Durability And Low Maintenance

The surface oxide layer has the ability to resist ultraviolet radiation
and acid rain corrosion, and its service life can reach more than 30
years.

4 Energy Saving And Environmental Protection Features

The broken bridge aluminum profile blocks heat conduction
through PA66 nylon strips, reducing energy consumption by about
30%.

5.Aesthetic Expressiveness
The surface treatment process supports various colors and wood
grain, with numerous surface treatment solutions available.

6.Security Protection Capability
By strengthening the mullion and multiple locking point design, it
can withstand a level 12 typhoon.



JPSUN®

=M

JC62
CASEMENT WINDOW SERIES

INTERNAL OPENING

Product Parameters
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Thickness 1.8mm

Bearing 100kg

Blade width 450mm-1200mm
Blade height 500mm-2100mm
Standard glass 5T+12A+5T
Hardware TODN

Derivative products:
Awning window/Tilt and turn window/Intelligent casement windows

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggo performance:
UW 2.0-2.5W/m?K +4500Pa Rw up to 40dB +700Pa
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JC62
CASEMENT WINDOW SERIES

EXTERNAL OPENING

Product Parameters

Thickness 1.8mm

Bearing 60kg

Blade width 450mm-1200mm
Blade height 500mm-2100mm
Standard glass S5T+12A+5T
Hardware TODN

Derivative products:

Crank windows/Awning window/Tilt and turn window/Intelligent casement
windows

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation
performance: performance: performance:

UW 2.0-2.5W/m?K +4500Pa Rw up to 40dB

P26

Water tightness

performance:

+700Pa
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JM62
CASEMENT DOOR SERIES

INTERNAL OPENING

Product Parameters
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Thickness 2.2mm

Bearing 150kg

Blade width 600mm-1200mm
Blade height 1800mMm-2600mm
Standard glass 5T+12A+5T
Hardware TODN

Derivative products:
Tilt & slide door/Intelligent swing door

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggé performance:
UW 2.0-2.5W/m?K +4500Pa Rw up to 40dB

+700Pa JMGZ
CASEMENT DOOR SERIES

- EXTERNAL OPENING

Product Parameters

Thickness 2.2mm
Bearing 150kg
Blade width 600mMm-1200mm
Blade height 1800mm-2600mm
Standard glass 5T+12A+5T
Hardware TODN

Derivative products:

Tilt & slide door/Intelligent swing door

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggo performance:
UW 2.0-2.5W/m?K +4500Pa Rw up to 40dB +700Pa
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JC77
CASEMENT WINDOW SERIES

INTERNAL OPENING

Product Parameters
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Thickness 1.8mm

Bearing 100kg

Blade width 450mm-1200mm
Blade height 500mm-2200mm
Standard glass 5T+12A+5T+12A+5T
Hardware TODN

Derivative products:

Crank windows/Awning window/Tilt and turn window/Intelligent casement
windows

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: g go performance:
UW 1.2-1.5W/m3K +5000Pa Rw up to 40dB +700Pa

JC77
CASEMENT WINDOW SERIES

EXTERNAL OPENING

Product Parameters

Thickness 1.8mm

Bearing 60kg

Blade width 450mm-1200mm
Blade height 500mm-2200mm
Standard glass S5T+12A+5T+12A+5T
Hardware TODN

Derivative products:

Crank windows/Awning window/Tilt and turn window/Intelligent casement
windows

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation
performance: performance: performance:

UW 1.2-1.5W/m?K +5000Pa Rw up to 40dB

P26

Water tightness

performance:

+700Pa
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JM77
CASEMENT DOOR SERIES

INTERNAL OPENING

Product Parameters
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Thickness 2.2mm

Bearing 150kg

Blade width 600mm-1200mm
Blade height 1800mMm-2600mm
Standard glass 5T+12A+5T+12A+5T
Hardware TODN

Derivative products:
Tilt & slide door/Intelligent swing door

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggo performance:
UW 1.2-1.5W/m3K +5000Pa Rw up to 40dB +700Pa

ha Wwp_, Tt b 4
. A hESRE— B
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JM77
CASEMENT DOOR SERIES

EXTERNAL OPENING

Product Parameters

Thickness 2.2mm

Bearing 150kg

Blade width 600mMm-1200mm
Blade height 1800mMm-2600mm
Standard glass 5T+12A+5T+12A+5T
Hardware TODN

Derivative products:
Tilt & slide door/Intelligent swing door

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation
performance: performance: performance:
UW 1.2-1.5W/m?K +5000Pa Rw up to 40dB

P26

Water tightness
performance:

+700Pa
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AQITIO
CASEMENT WINDOW SERIES

INTERNAL OPENING

Product Parameters
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Thickness 1.8mm

Bearing 100kg

Blade width 540mm-1200mm
Blade height 600mm-2000mm
Standard glass 5T+15A+5T
Hardware HOPO

Derivative products:
Awning window/Tilt and turn window/Intelligent casement window

Basic parameters:
Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance:
UW 2.0-2.5W/m?K +4980Pa

performance: ) performance:
Rw up to 35dB ey |
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AQITI0
CASEMENT WINDOW SERIES

EXTERNAL OPENING

Product Parameters

Thickness 1.8mm

Bearing 80kg

Blade width 500mm-750mm
Blade height 600mm-1500mm
Standard glass S5T+15A+5T
Hardware HOPO

Derivative products:
Awning window/Tilt and turn window/Intelligent casement window

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation
performance: performance: performance:
UW 2.0-2.5W/m?K +4980Pa Rw up to 35dB

&)

Water tightness
performance:

+650Pa
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JC50L
CASEMENT WINDOW SERIES

INTERNAL OPENING

Product Parameters
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Thickness 1.4mm

Bearing 80kg

Blade width 540mm-1200mm
Blade height 600mMm-1800mm
Standard glass 5mm

Hardware CHUGN

Derivative products:

Crank windows/Awning window/Tilt and turn window/Intelligent casement
windows

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness

W 28.4.2W/mK "4500Pa. R up £0 30018 &R | Toom” JCSO L
CASEMENT WINDOW SERIES

Product Parameters

Thickness 1.4mm

Bearing 50kg

Blade width 500mm-750mm
Blade height 600mMm-1500mm
Standard glass 5mm

Hardware CHUGN

Derivative products:

Crank windows/Awning window/Tilt and turn window/Intelligent casement
windows

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggo performance:
UW 2.8-4.2W/m3K +4500Pa Rw up to 30dB +600Pa
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JT80L

SLIDING WINDOW SERIES

Product Parameters

Thickness
Bearing

Blade width
Blade height
Standard glass
Hardware

Basic parameters:

Thermal insulation
performance:

UW 3.0-4.5W/m?K

Page 23

1.2mm

45kg
400mm-700mm
600mMm-1800mm
Smm

CHUGN

Wind pressure resistance
performance:

+4000Pa

Sound insulation
performance:

Rw up to 30dB

P26

e

Water tightness
performance:

+500Pa

JT140

SLIDING DOOR SERIES

Product Parameters

Thickness
Bearing

Blade width
Blade height
Standard glass
Hardware

Derivative products:

2.2mm

240kg
800mm-1200mm
1800mMm-2400mm
5T+12A+5T+12A+5T
TODN

Intelligent sliding door/Intelligent lift sliding door

Basic parameters:

Thermal insulation
performance:

UW 1.7-2.3W/m?*K

Wind pressure resistance
performance:

+4000Pa

Sound insulation
performance:

Rw up to 35dB

P26

Water tightness
performance:

+450Pa

24
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JT140
SLIDING DOOR SERIES

LIFT SLIDING

Product Parameters

Sliding door

Thickness 2.2mm

Bearing 600kg

Blade width 1200mm-3300mm
Blade height 2000mm-2765mm
Standard glass 5T+12A+5T+12A+5T
Hardware TODN

Derivative products:
Intelligent sliding door/Intelligent lift sliding door

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness

it (g b e (@9 JQI135H
SLIDING DOOR SERIES

Product Parameters

Thickness 2.8mm

Bearing 300kg

Blade width 1200mm-2500mm

Blade height 2000mm-2700mm
Standard glass S5T+24A+5T

Hardware independently developed

Derivative products:
Intelligent panoramic door

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggo performance:
UW 2.5-3.0W/m?K +3800Pa Rw up to 38dB +400Pa
Page 25 26 Page
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JZ73
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Product Parameters

Thickness
Bearing

Blade width
Blade height
Standard glass
Hardware

Basic parameters:

Thermal insulation
performance:

UW 2.0-2.5W/m?K

FOLDING WINDOW AND
DOOR SERIES

1.8mm

120kg
550mm-1000mm
2000mm-2400mm
5T+12A+5T

CHUGN

Wind pressure resistance Sound insulation
performance: performance:
+3500Pa Rw up to 35dB

—— e
-_ —-“:ﬁ:;?. -
- -

=

S

&)

Water tightness
performance:

+400Pa

TC50

SKYLIGHT SERIES

Product Parameters

Thickness
Bearing

Blade width
Blade height
Standard glass
Hardware

Basic parameters:

Thermal insulation
performance:

UW 2.5-3.5W/m?K

1.8mm

50kg

500mm-1800mm
500mm-1800mm
5+0.76pvb+5
independently developed

Wind pressure resistance
performance:

+3800Pa

Sound insulation
performance:

Rw up to 35dB

P26

Water tightness
performance:

+400Pa
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INTELLIGENT

SYSTEM

Built in Intelligent
window opening system

External photovoltaic lithium

battery Intelligent window
opening system

Intelligent metal rotary
remote control

Intelligent light rain sensor

_~
D)

e

Innovative built-in Intelligent
window opening system with
automatic sensing technology,
Intelligent opening and closing,
no need for manual operation.

Maintain indoor and outdoor air
circulation to enhance comfort.

Enjoy smart living with just one

touch.

Page 29

The innovative external
photovoltaic lithium battery
Intelligent window opening
system can be easily installed
on traditional system windows,
upgrading them to Intelligent
windows.

Utilizing solar energy for
continuous power supply,
achieving automatic opening and
closing control, and optimizing
indoor comfort. Easy to install,
revitalizing traditional windows
and ushering in the era of smart
homes.

The Intelligent metal rotary
remote control has a unique
appearance and powerful
functions. The perfect
combination of curved glass and
curved metal.

Easy one to multi terminal
control of smart window devices,
including functions such as
switch, pause, inward tilt, child
lock, etc. Easy to operate, fully
enjoy the fun of Intelligent life.

Innovative Intelligent light rain
sensors enable windows to
automatically adjust Intelligently,
sensing light and rainfall,
automatically controlling window
opening and closing, and creating
a comfortable environment for
users.

INTELLIGENT
METAL ROTARY REMOTE CONTROL

Unigque appearance, powerful functions. The perfect combination of curved glass and curved metal.
Easy one to multi terminal control of smart window devices, including functions such as switch,
pause, inward tilt, child lock, etc. Easy to operate, enjoy the fun of smart living.

\_ i V, \_ V,

Wide anti slip base Stainless steel mechanical emergency handle

Manual operation, independent
of electricity or other automation
systems, reliable in case of faults
or other emergency situations.

Adopting biomimetic fingerprint
design ensures stable use of the
product, even on wet and slippery
surfaces, providing a safer and
more reliable user experience.
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UPVC
DOORS AND
WINDOWS
SERIES

Advantages of UPVC
Windows and Doors

1.Excellent Thermal Insulation and Energy Efficiency
Multi-chamber structure design with low thermal conductivity (1/4.5
of steel), effectively blocking heat transfer and reducing energy
consumption.

2.0utstanding Sound Insulation
Reduces noise by over 30 dB, ideal for noisy environments like
traffic areas.

3.Strong Corrosion Resistance
Resists acid/alkali corrosion, suitable for humid or coastal areas,
with a lifespan up to 50 years.

4 High Air and Water Tightness
Multi-seal design prevents air infiltration and water leakage,
achieving Grade 1 air tightness and Grade 5 water tightness.

5.Safety and Durability
Steel-reinforced frames enhance wind resistance (Grade 6), fire-
retardant, and theft-resistant.

6.Low Maintenance
Fade-resistant surface, easy to clean, and requires minimal upkeep.

7.Eco-Friendly and Cost-Effective

Recyclable materials and lower overall cost compared to
aluminum alloys.

Page 31
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JS64

SINGLE/DOUBLE HUNG WINDOW SERIES

Product Parameters

Thickness
Bearing

Blade width
Blade height
Standard glass
Hardware

Basic parameters:

Thermal insulation
performance:

UW 1.9-21W/m3K

1.4mm

16kg
500mm-1050mm
500mm-750mm
4T+8AH4T
WEIXUN

Wind pressure resistance
performance:

+3000Pa

DOUBLE HUNG TILT WINDOW SINLEHUNG TILT WINDOW

Sound insulation
performance:

Rw up to 30dB

SINLE HUNG TILTWINDOW SINLE HUNG TILT WINDOW

P26

Water tightness
performance:

+300Pa

JS82

SINGLE/DOUBLE HUNG

WINDOW SERIES

Product Parameters

Thickness
Bearing

Blade width
Blade height
Standard glass
Hardware

Basic parameters:

Thermal insulation
performance:

UW 1.7-1.9W/m?K

1.6mm

16kg
500mm-1050mm
500mm-750mm
4T+HI2A+4T
WEIXUN

Wind pressure resistance
performance:

+3500Pa

Sound insulation
performance:

Rw up to 35dB

P26

Water tightness
performance:

+350Pa

34
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JS125

SLIDING DOOR SERIES

Product Parameters

Thickness 2.0mm

Bearing 60kg

Blade width 600mm-T150mm i [
Blade height 2000mm-2200mm

Sliding window

3.2T+16A+3.2T
WEIXUN

Standard glass
Hardware

Basic parameters:

Thermal insulation Wind pressure resistance Sound insulation Water tightness

performance: performance: performance: ggo performance:
UW 2.0-2.2W/m?K +3500Pa Rw up to 30dB +300Pa
DOUBLE SLIDING
|
Product Parameters
Thickness 1.4mm
Bearing 40kg ‘
Blade width 400mm-700mm ‘
Blade height 600mm-1300mm ! A
Standard glass 4T+8A+5T
Hardware CHUGN SINGLE SLIDING WINDOW
i
Basic parameters:
Thermal insulation Wind pressure resistance Sound insulation Water tightness
performance: performance: performance: ggo performance:
UW 1.8-2.1W/m3K +3000Pa Rw up to 30dB +300Pa
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